ReaderTT.config = {"pagecount":74,"title":"mote_automatons_system","author":"","subject":"","keywords":"","creator":"automatons_working2.doc - Microsoft Word","producer":"Acrobat PDFWriter 4.05 for Windows","creationdate":"D:20041216100924","moddate":"D:20041219093925-08'00'","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"INTRODUCTION","page":1,"zoom":"FitH 1161"},{"title":"AUTOMATON TYPES","page":2,"zoom":"FitH 852","children":[{"title":"Basic Automaton Applications","page":2,"zoom":"FitH 852"},{"title":"Automaton Tech Levels and Generation","page":2,"zoom":"FitH 852"},{"title":"Tech Level Chart","page":3,"zoom":"FitH 1142"}]},{"title":"AUTOMATON COMPONENTS","page":3,"zoom":"FitH 864","children":[{"title":"Processor","page":3,"zoom":"FitH 852","children":[{"title":"Processor Complexity","page":4,"zoom":"FitH 1173"}]},{"title":"Memory Slots","page":4,"zoom":"FitH 852","children":[{"title":"Programs","page":4,"zoom":"FitH 852"}]},{"title":"Data Ports","page":5,"zoom":"FitH 852","children":[{"title":"Sensors","page":5,"zoom":"FitH 852"},{"title":"Communications","page":6,"zoom":"FitH 852"},{"title":"Control","page":6,"zoom":"FitH 852"}]},{"title":"Actuators","page":7,"zoom":"FitH 1174","children":[{"title":"Limbs","page":7,"zoom":"FitH 1159"},{"title":"Propulsion Systems","page":7,"zoom":"FitH 852"}]},{"title":"Cooling Systems","page":8,"zoom":"FitH 1171"},{"title":"Power Systems","page":8,"zoom":"FitH 852","children":[{"title":"Size Class Adjustment Table","page":9,"zoom":"FitH 1150"}]},{"title":"Semi-Autonomous Detachable Systems (SADS)","page":9,"zoom":"FitH 852"}]},{"title":"ACCESSORY SPACES","page":10,"zoom":"FitH 936","children":[{"title":"Internal","page":10,"zoom":"FitH 936"},{"title":"External","page":10,"zoom":"FitH 852"}]},{"title":"WEAPONS SYSTEMS","page":11,"zoom":"FitH 1125","children":[{"title":"Weapons Notes","page":11,"zoom":"FitH 852"}]},{"title":"MISC. ACCESSORIES","page":12,"zoom":"FitH 852"},{"title":"MATERIALS INFORMATION: Defense","page":13,"zoom":"FitH 852","children":[{"title":"Defense and Armor","page":13,"zoom":"FitH 852"},{"title":"Calculation Examples","page":14,"zoom":"FitH 1012"}]},{"title":"AUTOMATON TASK SYSTEM","page":14,"zoom":"FitH 852","children":[{"title":"Option 1","page":14,"zoom":"FitH 852"},{"title":"Option 2","page":15,"zoom":"FitH 1096"}]},{"title":"AUTOMATON FABRICATION","page":15,"zoom":"FitH 852","children":[{"title":"Robotic and Android Material Point Cost and TIme Requirements","page":16,"zoom":"FitH 1150"},{"title":"Programming Your New Automaton","page":16,"zoom":"FitH 852"}]},{"title":"COMMAND RATINGS","page":16,"zoom":"FitH 852"},{"title":"CUSTOMIZING THE AUTOMATON","page":17,"zoom":"FitH 852","children":[{"title":"Changes and Repairs","page":18,"zoom":"FitH 1151"},{"title":"Condition Modifiers Tables","page":18,"zoom":"FitH 852"}]},{"title":"BREAKING YOUR AUTOMATON: Quirks","page":19,"zoom":"FitH 1145","children":[{"title":"Hit Point Damage","page":20,"zoom":"FitH 852"},{"title":"Critical Hits and Called Shots","page":20,"zoom":"FitH 852"}]},{"title":"AUTOMATON STATS","page":20,"zoom":"FitH 852"},{"title":"AUTOMATON LEVELS and CHALLENGE RATINGS","page":22,"zoom":"FitH 918"},{"title":"PRE-BUILT ROBOT TEMPLATES","page":23,"zoom":"FitH 1095","children":[{"title":"Military","page":23,"zoom":"FitH 852","children":[{"title":"Basic Combat Unit (BCU)","page":24,"zoom":"FitH 1125"},{"title":"Scout Unit (SU)","page":25,"zoom":"FitH 1110"},{"title":"Ordinance Specialist Unit (OSU)","page":26,"zoom":"FitH 1122"},{"title":"Sniper Interdiction Unit (SIU)","page":27,"zoom":"FitH 1103"},{"title":"Special Operations Unit (SOU)","page":28,"zoom":"FitH 1118"},{"title":"Heavy Battle Unit (HBU)","page":29,"zoom":"FitH 1145"},{"title":"Air Mobile Unit (AMU)","page":30,"zoom":"FitH 1110"},{"title":"Main Battle Unit (MBU)","page":31,"zoom":"FitH 1106"},{"title":"Regional Interdiction Unit (RIU)","page":32,"zoom":"FitH 1148"}]},{"title":"Civilian Security","page":33,"zoom":"FitH 1173","children":[{"title":"Civilian Guard Unit (CGU)","page":33,"zoom":"FitH 1019"},{"title":"Remote Sensing Unit (RSU)","page":34,"zoom":"FitH 1125"},{"title":"Fixed Installation Guard Unit (FIG)","page":35,"zoom":"FitH 1127"}]},{"title":"Civilian Emergency Response","page":36,"zoom":"FitH 1158","children":[{"title":"Emergency Medical Response Unit (EMR)","page":36,"zoom":"FitH 1028"},{"title":"Law Enforcement Unit (LEU)","page":37,"zoom":"FitH 1129"},{"title":"Security Midge (SM)","page":38,"zoom":"FitH 1127"}]},{"title":"Civilian Industrial","page":39,"zoom":"FitH 1161","children":[{"title":"Light Cargo Carrier (LCC)","page":39,"zoom":"FitH 980"},{"title":"Heavy Cargo Carrier (HCC)","page":40,"zoom":"FitH 1125"},{"title":"Service and Repair Unit (SRU)","page":41,"zoom":"FitH 1124"}]},{"title":"Underworld","page":42,"zoom":"FitH 1161","children":[{"title":"Enforcer","page":42,"zoom":"FitH 1000"},{"title":"Hands","page":43,"zoom":"FitH 1103"}]},{"title":"Civilian Household","page":44,"zoom":"FitH 1164","children":[{"title":"Generic Household Helper","page":44,"zoom":"FitH 999"}]},{"title":"Facility Bots","page":45,"zoom":"FitH 1158","children":[{"title":"Industrial Facility Unit (IFU)","page":45,"zoom":"FitH 852"},{"title":"Research Facility Unit (RFU)","page":46,"zoom":"FitH 852"},{"title":"Military Facility Unit (MFU)","page":47,"zoom":"FitH 852"},{"title":"Roving Factory (RF)","page":48,"zoom":"FitH 852"}]}]},{"title":"ANDROIDS","page":50,"zoom":"FitH 956","children":[{"title":"Android Physiognomy","page":50,"zoom":"FitH 956"},{"title":"Android Features","page":52,"zoom":"FitH 927","children":[{"title":"Android Player Characters","page":52,"zoom":"FitH 880"},{"title":"Memory Core and Skills","page":52,"zoom":"FitH 852"},{"title":"Tasks","page":52,"zoom":"FitH 852"}]},{"title":"Plug and Play Limbs","page":53,"zoom":"FitH 1161","children":[{"title":"Electro-Mechanical Replacement Parts","page":53,"zoom":"FitH 977"},{"title":"Android Accessories Table: Part 1","page":53,"zoom":"FitH 852"},{"title":"Android Accessories Table: Part 2","page":54,"zoom":"FitH 1156"}]},{"title":"Android Quirks","page":55,"zoom":"FitH 1165"}]},{"title":"PRE-BUILT ANDROID TEMPLATES","page":58,"zoom":"FitH 852","children":[{"title":"Drone","page":58,"zoom":"FitH 852"},{"title":"Warrior","page":59,"zoom":"FitH 852"},{"title":"Thinker","page":60,"zoom":"FitH 1138"}]},{"title":"NEW TECHNOLOGY","page":61,"zoom":"FitH 1165","children":[{"title":"Nanites","page":61,"zoom":"FitH 1115","children":[{"title":"Repair Nanites","page":61,"zoom":"FitH 1115"}]},{"title":"Android in a Can (Candroid)","page":61,"zoom":"FitH 852"},{"title":"Force Fields","page":61,"zoom":"FitH 852"},{"title":"Radiation Kit","page":62,"zoom":"FitH 1048"},{"title":"Programming Modules","page":62,"zoom":"FitH 852"}]},{"title":"MISC. AUTOMATON RULES","page":62,"zoom":"FitH 852","children":[{"title":"Radiation","page":62,"zoom":"FitH 852"},{"title":"Class Levels","page":63,"zoom":"FitH 1142"},{"title":"Special Abilities","page":63,"zoom":"FitH 1019"}]},{"title":"ROBOT DESIGN EXAMPLE","page":64,"zoom":"FitH 1161"},{"title":"RANDOM ROBOT GENERATION EXAMPLE","page":67,"zoom":"FitH 922"},{"title":"MOTE AUTOMATON WORKSHEET","page":73,"zoom":"FitH 1177"},{"title":"OGL 1.0a","page":74,"zoom":"FitH 1216"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
