ReaderTT.config = {"pagecount":43,"title":"No Slide Title","author":"George David","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220607210951Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Slide 1","page":1,"zoom":"XYZ 0 825 0"},{"title":"Factors driving Q.C. Why do we do it?","page":2,"zoom":"XYZ 0 825 0"},{"title":"Q.C. Goals","page":3,"zoom":"XYZ 0 825 0"},{"title":"Why is Q.C. Important?","page":4,"zoom":"XYZ 0 825 0"},{"title":"QC can detect","page":5,"zoom":"XYZ 0 825 0"},{"title":"Goals of a Q.C. Program","page":6,"zoom":"XYZ 0 825 0"},{"title":"\u201cAcceptable\u201d Image","page":7,"zoom":"XYZ 0 825 0"},{"title":"Q.C. & Baselines","page":8,"zoom":"XYZ 0 825 0"},{"title":"X-Ray Quality Control","page":9,"zoom":"XYZ 0 825 0"},{"title":"Why is Filtration Important?","page":10,"zoom":"XYZ 0 825 0"},{"title":"Half Value Layer (HVL)","page":11,"zoom":"XYZ 0 825 0"},{"title":"Half Value Layer","page":12,"zoom":"XYZ 0 825 0"},{"title":"Radiographic HVL Setup","page":13,"zoom":"XYZ 0 825 0"},{"title":"Checking HVL Compliance (Radiographic)","page":14,"zoom":"XYZ 0 825 0"},{"title":"Slide 15","page":15,"zoom":"XYZ 0 825 0"},{"title":"Fluoroscopic HVL Setup","page":16,"zoom":"XYZ 0 825 0"},{"title":"Fluoroscopic HVL","page":17,"zoom":"XYZ 0 825 0"},{"title":"Focal Spot Size","page":18,"zoom":"XYZ 0 825 0"},{"title":"Focal Spot Size (cont.)","page":19,"zoom":"XYZ 0 825 0"},{"title":"Focal Spot Measuring Tools","page":20,"zoom":"XYZ 0 825 0"},{"title":"Direct Focal Spot Measurement","page":21,"zoom":"XYZ 0 825 0"},{"title":"Star Test Pattern","page":22,"zoom":"XYZ 0 825 0"},{"title":"Bar Phantom","page":23,"zoom":"XYZ 0 825 0"},{"title":"Bar Phantom Setup","page":24,"zoom":"XYZ 0 825 0"},{"title":"Radiographic Collimation","page":25,"zoom":"XYZ 0 825 0"},{"title":"X-Ray / Light Field Alignment","page":26,"zoom":"XYZ 0 825 0"},{"title":"Radiographic X-Ray / Light Field Alignment","page":27,"zoom":"XYZ 0 825 0"},{"title":"Fluoroscopic Collimation","page":28,"zoom":"XYZ 0 825 0"},{"title":"Slide 29","page":29,"zoom":"XYZ 0 825 0"},{"title":"Slide 30","page":30,"zoom":"XYZ 0 825 0"},{"title":"Maximum Fluoro Output","page":31,"zoom":"XYZ 0 825 0"},{"title":"Slide 32","page":32,"zoom":"XYZ 0 825 0"},{"title":"Calibration Performance Parameters","page":33,"zoom":"XYZ 0 825 0"},{"title":"Calibration","page":34,"zoom":"XYZ 0 825 0"},{"title":"Slide 35","page":35,"zoom":"XYZ 0 825 0"},{"title":"Phototiming (check with output or film)","page":36,"zoom":"XYZ 0 825 0"},{"title":"Slide 37","page":37,"zoom":"XYZ 0 825 0"},{"title":"Slide 38","page":38,"zoom":"XYZ 0 825 0"},{"title":"Phototimer Field Placement / Balance","page":39,"zoom":"XYZ 0 825 0"},{"title":"Slide 40","page":40,"zoom":"XYZ 0 825 0"},{"title":"Phototiming checked with Exposure Index","page":41,"zoom":"XYZ 0 825 0"},{"title":"Slide 42","page":42,"zoom":"XYZ 0 825 0"},{"title":"The End","page":43,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
